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Braunschweig Civil Engineering
Materials Testing Institute

(MPA Braunschweig)

Beethovenstr. 52, DE-38106
Braunschweig, Gerrnany
Tal: ++49(O)531-391-5400
Fax: ++49(O)531-391-5900
Email: info@mpa.tu-bs.de
Website : www.mpa.tu-bs.de

Ths Test Report Summary validates the following

TEST REPORT NUMBER:
DATE OF ISSUE:
DATE OF EXPIRY:

UAE-010/14
2014-11-10
2016-11-09

NAME OF FACTORY/
MANUFACTURER:

FACTORY
ADDRESS/REG ION:

National Paints Factories Co Ltd.

P.O. Box 5822
Sharjah
United Arab Emirates
Tel: +971 6 5340111
Fax: +971 6 5340222
Email: info@natiorial-pairtts.com

NAME OF
THE BRAND:
MODEL/NO:
LL2OON
THE
PRO DUCT:

FIRE RETARDANT VARNISH

The FIRE RETARDANT VARNISH is an intumescent coating product for fire protection of wood
and timber derivatives.
EN 13501-1, EN 13823, ISO 11925-2
The product was applied on a substratum and stored at defined temperature-humidity
conditions before testing. The test object was heated with a flame both at the rim and in the
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MPA Braunschweig
Beethovenstr. 52, 38106 Braunschweig, Germany
Tel: ++49(0)531-391-5400, Fax: ++49(0)531-391-5900
Email: lnfpmoa.tu-bs.de, Website : www.mpa.tu-bs.de

PRODUCT APPLICAT1ON The product Is a transparent water-based lntumescent coatlng for the Internal use of
GUIDELINE (END USE): the fire protection of timber and wood derlvatlves. lt consists of two liquId compounds.
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¶ (tiie above certificate is valid only when irstalled in accordarice with the ‘Product
SIGNED BY: ( ( Application Guideline (End Use)‘. To verify the vaiidit of the product please log- ‚‚

•nto our website, dick on ‘others‘ and then on ‘certifcates‘. You will find a list of
:.r>ing. AHinri s mariufacturers and a certificate with the number es given above.
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Test report not limited

DESCRIPTION OFTHE
PRODUCT:
TEST STANDARD:
TEST DESCRIPT1ON:

SPECIFICATION OF
TEST SPECIMEN:
TEST RESULT:

NAME OF TEST FACIL1TY:
TEST FACIIJTY
ADDRESS/REGION:

CLASSlFICATION:i-
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Braunschweig Clvii Engineering
Materials Testing Institute

(MPA Braunschweig)

Beethovenstr. 52, DE—33106
Braunschweig, Germany
Tel: -f+49(O)531-391-5400
Fax: +-49(O)531-391-59OO
Email: info@mpa.tu.bs.de
Website : www.mpa.tu-bs.de

ACCREDTED BY:
AS PER:
VALIDITY:
REFERENCE NUMBER:

DAkkS
ISO/IEC 17025
l8‘ MARCH 2017
D-PL-11267-03-00

TH UST OF ACCREDITED TESTS (HRE AND LIFE SAFETV PRODUcTS ONLY)

Fire behaviour tests of building products — tgnitability of products subjected to direct impingement
of flame — Part 2: single flame test
Ciassification of building products and construction types as per their fire behaviour — Part 1:
Ciassification using resuits from fire behaviour tests of building products
Fire behaviour tests of building products — Building products exduc to the
thermal attack by a single burning item
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